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ELECTRICAL DIVISION NO-T

NOTICE INVITING TENDER

Sealed item rate tenders are invited for the following works by the Executive
Engineer, Electrical Division No-I, DDA, School Block Shakarpur, Delhi-1 10092
upto 3.00 PM on date mentioned below on behalf of DDA from the approved
contractors of appropriate class of DDA, CPWD, P & T, MES, Railway. The tender
shall be opened on the same date at 3.30 PM at Ground Floor, Vikas Minar, IP,
Estate, New Delhi in the presence of intending tenderers or their authorized
representative.

‘The tender Documents can be had on any working day from the Sr, AO/ CAU/
EZ/ DDA and sales counter Vikas Minar Ground Floor in respect of the following
work between 10.00 AM to 3-00 PM on payment of amount of tender cost (non
refundable) mentioned against cach work on production of valid registration
certificate, valid registration works contract cell sales tax department of GNCTD and
tax clearance certificate from the works contract cell of sales tax department in form
XI. Sale of tender form will be stopped 4 days (including date of opening) before the
dfE fixed for opening of tenders as mentioned below: -

The manner of submission of tenders opening of the same and entry of
contractors/ their representatives to the place of opening shall be as provisions
provided in clause 3 (a), (b) and (¢) of PWD-6 forming part of the tender documents.

The earnest money may be deposited at time of submission of tender
documents in the form of Bankers Cheque, Pay order and Bank Draft of a Schedule
Bank Guaranteed by the RBI in favour of $r. AO / CAU/ 2/ DDA or FDR valid for
a period of six months or more than after last date of receipt of tender pledged in
favour of Executive Engincer, Electrical Division No-I, DDA. The tender of
contractor who does not enclose the earnest money in the prescribed manner shall be
summarily rejected-

S, |NITNo. Name of works Esstt Cost Last date of sales
No. t Date of opening

1. |NITNo.29/EE/ |M/o various scheme under|
ELD-I/ AE-IV/  [NA-IVEZ (SH: $/1 of Su. p/set|
DDA/ 09-10 at Picnic Hut Loni Road, Noval
Steel Mills and Delhi Rolling| ~ One months

Mills )

18.12.2009
22.12.2009




[image: image2.jpg]NIT No. 317
EE/ELD_VAE{Y)
DDA/ 09-10

Mo various scheme under
INA-IVEZ (S/1 of Sukp/set at|
Nand Nagri Phase-Il Distt.

18.12.200%
22.12.2009

Rs. 2,29.414/-
Rs. 4588/~

Rs. 500/-+4% Vat ‘

Park A and DBlock New| One months
Seema Puri)
Visit DDA website i.e. dda.org.in or dial -39898911
Exa;ﬁ{i@%%@ﬁqﬁ
Electpical Division No-I
DA
No, ELD-I/13(37)A/c’s/DDA/ I$€3 Dated:  Copy
to “Yiteq

Chief Engineer (E) DDA

5503 Choudhary i

I

2 AO(CAU)EZ DDA

3. AO works-Illl/ DDA

4 SE.(E)Circle-3/DDA

5 Divn.-2 to [2/DDA

6. E)/ DDA

7. EE/WD-5, DDA/Tender clerk, Vikas Minar.

8. AE(P)Elect, Divn-I/ DDA

9. Head Clerk/ Electrical Division No-l/ DDA

10. A Cashier / Electrical Division No-1/ DDA

11 Security officer. Vikas Minar

12, Notice Board

13, DDA website i.e. ddatender@dda.org.in

14, Agreement copy

15 The assaciation Elect, Contractor (Regd.) Chamber No. 103, Laxmi Complex,
B-6 Subash Chowk, Laxmi Nagar, Delhi-110092.

16, DDA Contractor Association (Regd.) E-18, Vikas Kuteer, New Delhi,

17. DDA Builders Associations (Regd.), C-29 Panchsheel Enclave, Delhi.

18, Elect. Engg. & Contractors Association 2362 Maharaja Complex Main Road
Patel Nagar, Delhi-18

19. Trans Yamnna DDA Contractor Association (Regd.) 11-12 Vir Savarkar Marg
(Budh Bazar) Gandhi Nagar, Delhi-31

20 Delhi Contractor and Builders Association (Regd.) H No,
Prem Raj Bhavan, New Chandrawal Ch, Bhim Singh, Delhi-07.

21. Delhi Contractor Welfare Association (Regd.)261, Gali Dhratn Shala wali,

Turkman Gate, Delhi.
The Director (System) DDA Vikas Sadan, New Delh
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CHEDULED OF QUANTIT]

eme under NA-II/ EZ

M/o various

(SH: Supply and installation of submersible pump set at Pienic hut Loni Road, Nova Steel Mills and Delhi

Rolling Mills)

Description of item

Qty Rate__ ~Unit

_ Amount

Supplying of submersible pump duly coupled With
suitable rating of 3 phase 415 volts, 50 Hz, 2900 RPM
submersible induction motor. The pump set shall be
suitable for the following duties:

a) Discharge 215 LPM

b) Head 32 mtrs.

©) Liquid : Clear water

Supplying of following size of GI B- Class pipe
including GI flanges duly screwed and welded on both
ends of GI pipe, ~bends tec. nipple, rubber gasket, GI
nuts, bolts and washers etc. as required.

) S0mmdia

Supply of PVC sheathed PVC insulated copper
conductor submersible cable as required.
a) 1x3x2.5sqmm.

Lowering testing, commissioning of submersible pump
sct along with double flanged GI pipe, submersible cable
including jointing and accessories upto the required
depth providing and fixing 2nos. MS clamps made of MS
flat 75mmx10mmx500mm along nuts, bolts, washers,
cutting the existing bore cover, making suitable removal
cover and fixing of submersible cable with insulated wirc
with GI pipe complete as required.

ana a coarse sana).

3 sets Each

96mirs. Mitr.

120mtrs, Mir.

3 Job Each




[image: image4.jpg]Supplying, errection, testing & commissioning of floor
mounted out door type double door feeder pillar
fabricated out of 1.6mm thick ( nominal) CRCA MS
sheet ( 2mm outer and 16mm inner ) with 40mmx40mmx
6mm thick angle iron legs as per drawing attached and
suitable to accommodate and supplying and fixing the
following accessories there in e  connections
interconnections with connection, numbering and spray
painted after applying a coat of zink chromate primer and
making brick foundation complete as required.

4) 63 Amp. TP & N MCB ‘C’ Series
b) 32 Amp. TP MCB’s ‘C" Series--
©) 4 strip 300mm long AL Bus Bar suitable for 100
Amps. rating set

d) Voltmeter (0-500V) 96mm dia square type with
selector switch z -I'No.

©) Ampere meter (0-30) A 96mmdia square type-1No.

) Power shunt capacitor | KVAR---———1 No,

©) Indicating lamps_ with toggle switches & re-wirable
fuses
1) TP MPCB 6 0 10 A range -
1) 32 Amp. SP & N MCB ‘B’ series -—--1
i) Danger notice plate

Supply and testing of XLPE aluminium conductor
armoured power cable of following sizes of 1.1 KV grade
for service line as required.

) 4x25sqmm

and 4 coarse sand).

3 Nos.

150mtr.

vt cement

Each

Mtr.
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1

Laying of one no. XLPE power cable of 1.1 KV grade of
size mot excceding 2Ssqmm. direct in ground i/c
excavation, sand cushioning protective covering &
refilling the trench, connection, testing as required.

Eartging with GI earth pipe 4.5mis. long and 40mm dia
including accessories and providing masonry enclosure
with cover plate having including arrangement and
watering pipe etc. ( but without salt charcoal or coke) a8
required.

Extra for using salt and charcoal / coke for pipe carth
electrode cc. as required.

Providing and fixing 25mm x Smm Gl strip in 40mm dia
GI pipe from carth electrode etc. as required.

Providing and fixing 25mmxSmm Gl strip on surface or
in recess for earth connection etc. as required.

and 4 coarse sand).

100mtr.

6 sets

6sets

6 mirs.

12 murs,

Mir.
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Name of work: Mo various scheme under NA-1I/ EZ
(SH: Supply and installation of submersible pump set at Nand Nagari Phase-II Distt. Park, A & D Block New

Seemapuri)

SCHEDULED OF QUANTITIES

S.No.

Description of item

Qty Rate Unit _ Amount

1

IS

Supplying of submersible pump duly coupled_ with
suitable rating of 3 phase 415 volts, 50 Hz, 2900 RPM
submersible induction motor. The pump set shall be
suitable for the following dutie
a) Discharge 255 LPM

b) Head 29 mtrs.

©) Liquid : Clear water

Supplying of following size of Gl B- Class pipe
including GI flanges duly screwed and welded on both
ends of GI pipe, bends tee, nipple, rubber gasket, GI
nuts, bolts and washers etc. as required.

a) 50mmdia 2]

Supply of PVC  sheathed PVC insulated copper
conductor submersible cable as required
a) 1x3x2.5sqmm.

Lowering testing, commissioning of submersible pump
set along with double flanged Gl pipe, submersible
cable including jointing and accessories upto the
required depth providing and fixing 2nos. MS clamps
made of MS flat 75Smmx10mmx500mm along nuts,
bolts, washers, cutting the existing bore cover, making
suitable removal cover and fixing of submersible cable
with insulated wire with GI pipe complete as required.

o evou e
and 4 coarse sand)

Ame with cement mortar 1.4 U [

2 sets Each

66mirs. Mtr.

70mrs. Mtr.

2 Job Each




[image: image7.jpg]Supplying, errection, testing & commissioning of floor
mounted out door type double door feeder pillar
fabricated out of 1.6mm thick ( nominal) CRCA MS
sheet (2mm outer and 16mm inmer ) with
40mmx40mmx 6mm thick angle iron legs as per
drawing attached and suitable to accommodate and
supplying and fixing the following accessories there in
i/c connections interconnections with connection,
numbering and spray painted after applying a coat of
zink chromate primer and making brick foundation
complete as required.

) 63 Amp. TP & N MC C” Series - IN
b) 32 Amp. TP MCB’s °C” Series Nos.

©) 4 strip 300mm long Al Bus Bar suitable for 100
Amps. rating 1 set

d) Voltmeter (0-500V) 96mm dia square type with
selector switch - -1 No.

€) Ampere meter (0-30) A 96mmdia square type-1 No.
1) Power shunt capacitor 1 KVAR-————--1 No

2) Indicating lamps with toggle switches & rewirable
fuses set
h) TP MPCB 6 to 10 A range - -1 No.
i) 32 Amp. SP & N MCB B’ series -
j) Danger notice plate

Supply and testing of XLPE aluminium conductor
armoured power cable of following sizes of 1.1 KV
grade for service line as required.

a) 4x25sqmm.

Laying of one no. XLPE power cable of 1.1 KV grade
of size ot exceeding 2Ssqmm. direct in ground /e
excavation, sand cushioning protective covering &
refilling the trench, connection, testing as required.

a4 coarse sand).

2 Nos.

320mtr.

300mtr.

Each

Mtr.

Mtr.
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11.

Eartging with Gl earth pipe 4.5mirs, long and 40mm
dia including accessories and providing masonry
enclosure  with cover plate having _ including

arrangement and watering pipe etc. ( but without salt
charcoal or coke) as required.

Extra for using salt and charcoal / coke for pipe carth
electrode etc. as required.

Providing and fixing 25mm x Smm GI strip in 40mm
dia GI pipe from earth electrode etc. as required.

Providing and fixing 25mmxSmm GI strip on surface
or in recess for earth connection ete. as required.

anu + comse sana).

4sets

dsets

4 mtrs.

Smitrs.

Each

Each

Mtr.

Mtr.
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