DELHI DEVELOPMENT AUTHORITY

SIRI FORT SPORTS COMPLEX

KHEL GAON MARG, NEW DELHI
No. SFSC/DDA/NIQ/2010-11/Civil/…..         

                

      Date: - 29.12.2010
NOTICE INVITING QUOTATION NO. 80

Sealed item rate quotations are invited on behalf of DDA by the Secretary (SFSC) for the following works. The quotation should reach the office of Secretary (SFSC), DDA on or before 06.01.2011 upto 3:00 P.M. and will be opened on the same day at 3:30 P.M. in the presence of intending quotationers. 
Name of Work: - Maintenance of Siri Fort Sports Complex
SH: - Providing & Fixing of M. S. Gate for Filtration Plant of Swimming Pool at SFSC.

	SL. 
	Description of Item
	Qty.
	Unit

	1.
	As Per Schedule Attached 


Terms & Conditions:
1. The work should be carried out as per specification and direction of in-charge.

2. Nothing extra shall be paid to the agency against cartage.

3. The work should be completed within 15 days after issue of Work Order.

4. The payment will be made after entire satisfaction of Secretary (SFSC).

5. No T & P will be issued by the Department.

6. Any conditional quotations shall be summarily rejected.
7. Only those agencies who have executed two works of similar nature in Govt. Department with satisfactory performance are eligible for quotation. A proof in this regard is necessary to be enclosed with quotation otherwise the quotation shall not be entertained.
8. The tenderer/quotationer should be registered with the Department of Trade & Taxes, Govt. of NCT of Delhi and supposed to furnish a copy of VAT registration at the time of making the request for issue of tender/NIQ or to attach the same alongwith the quotation as the case may be.  In case the quotationer/tenderer registered with the VAT Department, he may give an undertaking stating therein the registration No., date of registration, period for which the return has been filed, date of filing and the demand outstanding, if any, and liable to pay the same.  In case, the quotationer/tenderer is not registered with the VAT Deptt. then he will require to submit an undertaking.

9. Quoted rates should be inclusive of all taxes/levies including service tax payable under respective statutes. DDA will not entertain any claim, whatsoever, in this respect. 

Secretary (SFSC)
  Copy to: -
1. Director (Sports), DDA – for information please

2. Director (Systems), DDA – through e-mail for DDA Website.

3. A. O. (Sports), DDA 

4. The Secretary, DDA Contractor Welfare Association, Vikas Kuteer, New Delhi.

5. The Secretary, DDA Builders, E-18, Vikas Kuteer, New Delhi 
6. The General Secretary, Delhi Contractor’s Welfare Association (Regd.), 306, Masjid Moth,               N. D. S. E., Part – II, New Delhi – 110 049.

7. All Secretaries of DDA Sports Complexes

8. AAO (SFSC), DDA

9. J. E. (Civil)/SFSC, DDA
10. Notice Board

Secretary (SFSC)

Schedule of Quantity

Name of Work: - Maintenance of Siri Fort Sports Complex

SH: - Providing & Fixing of M. S. Gate for Filtration Plant of Swimming Pool at SFSC.

	SL
	Description of Items
	Qty. 
	Unit

	1.
	Earth work in excavation by mechanical means(hydraulic excavator)/manual means in foundation trenches or drains (not exceeding 1.5 m in width or 10 sqm on plan) including dressing of sides and ramming of bottoms, lift upto 1.5 m, including getting out the excavated soil and disposal of surplus excavated soil as directed, within a lead of 50 m.
	0.65 Cum
	Per Cum

	2.
	Providing and laying in position cement concrete of specified grade excluding the cost of centring and shuttering-All work upto plinth level

(a) 1:5:10 (1 Cement : 5 Coarse sand : 10 graded stone aggregate 40 mm nominal size)

(b) 1:2:4 (1 Cement : 2 Coarse sand : 4 graded stone aggregate 20 mm nominal size)
	2.20 Cum

1.53 Cum
	Per Cum

Per Cum

	3.
	Brick work with F.P.S. bricks of class designation 75 in foundation and plinth in:                                                                                                          

(a) Cement mortar 1:6 (1 cement : 6 coarse sand)
	1.18 Cum
	Per Cum

	4.
	Washed stone grit plaster on exterior walls of height upto 10 M above level in two layers under layer 12 mm cement plaster 1:4 (1 Cement : 4 Coarse sand) furrowing the under layer with scratching tool, applying cement slurry on the under layer @ 2 kg of cement per square meter, top layer 15 mm cement plaster 1:1/2:2 (1 Cement : 1/2 Coarse Sand : 2 stone chipping 10 mm nominal size) in panels with groove all around as per approved pattern including scrubbing and washing, the top layer with brushes and water to expose the stone chippings, complete as per specification and direction of Engineer-in-Charge (Payment for providing grooves shall be made separately).
	9.20 Sqm.
	Per Sqm.

	5.
	Forming groove of uniform size in the top layer of washed stone grit plaster as per approved pattern using wooden battens, nailed to the under layer including removal of wooden battens, repair to the edges of panels and finishing the groove complete as per specifications and directions of the Engineer-in-Charge.

(a) 15 mm wide and 15 mm deep grove
	34.72 Mtr.
	Per Mtr.

	6.
	Steel work welded in buit up sections/framed work including cutting, hoisting, fixing in position and applying a priming coat of approved steel primer using structural steel etc. as required.

(a) In gratings, rames, guard bar, ladder, railing, brackets, gates and similar works
	744.29 Kg.
	Per Kg.

	7.
	Painting with synthetic enamel paint of approved brand and manufacture to give an even shade.                                                                                             
(a) Two or more coats on new work
	12.76 Sqm.
	Per Sqm.

	8.
	Extra for making and fixturing sharp edges and rounding 20 mm square bar.
	48 Nos.
	Each

	9.
	Kota Stone slab flooring over 20 mm (average) thick base laid over and jointed with grey cement slurry mixed with pigment to match the shade of the slab including rubbing and polishing complete with base of cement mortar 1:4 (1 cement : 4 Coarse Sand)
(a) 25 mm thick
	7 Sqm.
	Per Sqm.

	10.
	40 mm thick rubbed stone flooring over 20mm (average) thick base of cement mortar 1:5 (1cement:5 coarse sand)  with joints 3mm thick,side buttered with cement mortar 1:2 (1 cement: 2 stone dust) admixed with pigment to match the shade of stone and pointing with same mortar. 
(a) Red sand stone 
	12 Sqm.
	Per Sqm.

	11.
	Disposal of malba/earth by mechanical transport including loading, unloading and stacking etc. with all lead and lift.
	20 Cum
	Per Cum


Secretary (SFSC)
